
Machine configuration:A2300683

Key Name
Homologationtype 2334 2334
machine no. A2300683 A2300683
machine no. A2300683 A2300683

Serial number
Gearbox CVT ZF ECCOM 3. 2770316
Cabine K07 2413002
Motor F2CFE613U*A006 00020034209
Rearaxle GPA37 D193501
Frontaxle 770-625 S-ITA-334311
Transmission GTA4337 D197206

Type/Subtype

A23 AXION 900

TJ_102_1C29 600/70 R34 Trelleborg TM900HP / fixed rim

TJ_102_1C29 600/70 R34 Trelleborg TM900HP / fixed rim

TJ_103_1E49 710/75 R42 Trelleborg TM900 High Power / fixed rim

TJ_103_1E49 710/75 R42 Trelleborg TM900 High Power / fixed rim

TJ_105_3131 3131_20268290/4337

TJ_350_0001 0001_Avec axe remorquage

TJ_420_0009 0009_Av hy+av pne+220l+50ou40F

TJ_510_0014 0014_Rel avt + 2 sorties+1 ret

TJ_B02_0133 CLAAS front linkage 5.0 t

TJ_B04_1090 Linkage-mounted weight block 1,500 kg

TJ_B06_0000 Without front PTO (without front linkage)

TJ_B08_0010 Electronic position control

TJ_I10_0020 ISOBUS-ready with 2x ISO sockets at front and rear

TJ_I22_0000 Not prepared for AUTO PILOT/GPS PILOT

TJ_J02_0050 ELC with radar sensor & wheel slip control

TJ_J04_0311 Lower links, rear linkage, cat. 3 hook

TJ_J06_0401 Lower link stabilisers, automatic

TJ_J08_0134 Mechanical top link, cat. 3 hook

TJ_J10_1012 Pick-up hitch, hydraulically extendable

TJ_J14_0000 Without drawbar

TJ_J16_0000 Without clevis

TJ_J42_0022 Air brakes (2 lines), with air drier

TJ_J44_0020 Hydraulic trailer brakes

TJ_K02_0220 LS hydraulic system, variable displacement pump 220 l/min

TJ_K04_2060 6 spool valves, electrohydraulic (CEBIS)

TJ_K10_0011 2 front hydraulic outlets / 1 free flow return line

TJ_K12_0010 Power Beyond

TJ_N04_0080 GPS-ready, transmission ratio 50 km/h

TJ_N06_0512 PROACTIV front axle with brakes

TJ_N08_0024 Quick-release axle, 10-hole rims, external width 2.50 m

TJ_N10_0041 PTO 1000 ECO + 1000 rpm

TJ_N14_0050 PTO stub, 6 splines 1 3/8" + 20 splines 1 3/4"

TJ_N22_0362 Front mudguards, pivoting, 620 mm

TJ_N34_0020 Rear wheel weights, 1334 kg for 42" tyres

TJ_P02_0090 405 hp rated output, 410 hp max. output, ECE R 120

TJ_P04_0030 Large diesel pre-filter

TJ_P06_0030 Battery master switch, electronic

TJ_P08_0020 White diesel

TJ_P10_0011 Cold start kit down to -30°C

TJ_P12_0020 Large diesel pre-filter, heated



Machine configuration:A2300683

Type/Subtype

TJ_Q02_0034 Cab with 4-point suspension

TJ_Q04_0011 Roof, without roof hatch

TJ_Q06_0020 Rear window, heated

TJ_Q08_0040 Rear wiper, with right-hand wiper

TJ_Q14_0032 Electric mirror

TJ_Q18_0030 Lateral mudguard extensions to 2.75 m external width

TJ_Q20_0010 Screen mounting rail

TJ_Q22_0000 Without removable storage box

TJ_Q30_0020 Additional interface sockets

TJ_Q40_0030 2 high-level headlights, A-pillar

TJ_Q44_0140 Work lights: 2x bonnet, 6x front and 6x rear cab roof

TJ_Q46_0010 Work lights, 2x front A pillar

TJ_Q48_0010 Work lights, 2x mudguard rear

TJ_Q50_0010 Fittings for wide load lighting

TJ_R00_0000 Colour, CLAAS Green

TJ_R04_0090 Driver's seat, active susp. incl seat heating and climate control

TJ_R06_0020 Passenger seat with safety belt

TJ_R08_0020 Automatic climate control

TJ_R10_0010 Without radio

TJ_S01_0021 2 wheel chocks

TJ_S02_0020 Safety information in English language

TJ_S04_0010 Right-hand drive

TJ_S06_0030 2x rotating beacons

TJ_S08_0001 Equipment - European Union

TJ_T02_0010 Truck transport

A23/400 AXION 950


